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Product: iglidur ® I150-PF     25.05.2016 

 

General Properties: 

density:         1.3 g/cm3 

colour:         white 

saturation with moisture absorption at 23°C / 50% r. h.:  0.3 weight % 

saturation with water:       0.7 weight % 

 

Mechanical Properties: 3) 

flexural modulus:        1700 MPa 

flexural strength:         54 MPa 

max. permissible surface pressure at 20 °C:    - 

Shore D hardness:        62 

 

Thermal Properties: 

highest long term service temperature 1):     65°C 

highest short term service temperature 1), 2):     75°C 

highest short term ambient temperature 1), 2):    85°C 

lowest service temperature:      -30°C 

 

Electrical Properties: 3) 

specific volume resistivity:       >1013 Ωcm 

surface resistivity:        >1012 Ω 

 

 
1) relaxation possible  
2)  without additional load; no movement 
3) Depends on the printing parameters 
4) Printed flat / upright 
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Dear Sir or Madam, 

 

 

in the appendance you will find the Certificate of Conformity of: 

 

iglidur® I150 

 

This declaration is based on our current knowledge. 

 

Since igus® has no influence on the use of the products indicated above, igus® does not assume any 

guarantee, neither expressly nor implied, or warranty or any other liability in connection with the use of 

information contained in this document. 

 

This Certificate of Conformity is valid until: 20.01.2023 

 

 

igus® GmbH 

Harald Voll 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

iglidur® I150 

Certificate of Conformity 

 

 
Compiled:  16.02.2017/Material Procurement Checked by: Approved: QA No.:  QM-0-1246-B 

Amended:  30.01.2020 / Harald Voll Name: Peter Spanier Name: Peter Spanier  Page 1 of 4 

  Date: 31.01.2020 Date: 31.01.2020  

Distribution 
list: 

QMA, TM, Sales  

 

 



 

iglidur® I150 

Certificate of Conformity 

 

 
Compiled:  16.02.2017/Material Procurement Checked by: Approved: QA No.:  QM-0-1246-B 

Amended:  30.01.2020 / Harald Voll Name: Peter Spanier Name: Peter Spanier  Page 1 of 4 

  Date: 31.01.2020 Date: 31.01.2020  

Distribution 
list: 

QMA, TM, Sales  

 

 



 

iglidur® I150 

Certificate of Conformity 

 

 
Compiled:  16.02.2017/Material Procurement Checked by: Approved: QA No.:  QM-0-1246-B 

Amended:  30.01.2020 / Harald Voll Name: Peter Spanier Name: Peter Spanier  Page 1 of 4 

  Date: 31.01.2020 Date: 31.01.2020  

Distribution 
list: 

QMA, TM, Sales  

 

 


